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STATE ELECTRICAL ENGINEER

TYPE - ROUND

COMMUNICATION VAULT

(INSIDE)

DIMENSION

IN INCHES

B

A

FINAL GRADE

6"

EXTENSION

GENERAL NOTES

TABLE OF NOMINAL DIMENSIONS AND WEIGHTS

DRAWING SHALL CONFORM TO THE PERTINENT REQUIREMENTS OF THE CONTRACT.

DETAILS OF CONSTRUCTION,  MATERIALS AND WORKMANSHIP NOT SHOWN ON THIS

B

A

INSTALLED IN SOD OR CRUSHED AGGREGATE

INSTALLED IN SIDEWALK

NOTCH FOR PAVEMENT ADHESION

TOP OF ORIGINAL BOX

12" MAX.

C

D

COMMUNICATIONS

WEIGHT IN POUNDS *

**

**

D

COVER

DIAMETER VARIES FROM TOP TO BOTTOM

TO PREVENT FROST HEAVE

WITH THE DIAMETER LARGER AT THE BOTTOM

TRIMMED PIECES SHALL MAINTAIN A UNIFORM LENGTH. 

AS SPECIFIED IN ANSI/SCTE 77.

PROVIDE AN OPENING FOR TOOL ASSISTED COVER REMOVAL NOT LARGE ENOUGH TO PERMIT

PASSAGE OF A SPHERE MORE THAN 1/2" DIAMETER.

ENSURE COVER SURFACE IS SKID RESISTANT WITH A COEFFICIENT OF FRICTION OF

AT LEAST 0.5 AND VERTICAL SURFACE DICONTINUITIES LESS THAN 1/4".

EXTENSION RING
VAULT

36

42

95

VAULT ONLY

* THE ACTUAL WEIGHT OF THE COVER AND VAULT MAY

AND 100 LBS FOR THE VAULT ONLY.

VARY NOT TO EXCEED 100 LBS FOR THE COVER 

FRAME AND COVER

ROUND COMMUNICATIONS VAULT

AGGREGATE NO. 2 COARSE 

(INCIDENTAL TO CONDUIT)

WITH TERMINATION KITS

TERMINATE ALL CONDUITS
3’-0", MIN (TYP.)

SAND BACKFILL

1" PVC CONDUIT

WARNING TAPE

12", TYP.

12"

CABLE SUPPORT BRACKETS

TYP. FOUR PER VAULT

ALL VAULTS, FRAMES AND COVERS SHALL BE SUITABLE FOR TIER 15 LOADING

IS TO FIT IN THE OPENING PLUS NO MORE THAN 1/4".

HOLE SIZE SHALL BE THE OUTSIDE DIAMETER OF THE CONDUIT THAT 

WITH A CIRCULAR HOLE SAW OR HYDRAULIC CONDUIT PUNCH. 

ENTRANCE HOLES INTO VAULT SHALL BE FIELD CUT AT TIME OF PLACEMENT 

BRACKETS SHALL BE LOCATED AS DIRECTED BY THE ENGINEER.

THE SIDE WALL WITH �" STAINLESS STEEL BOLT AND NUT.

CABLE SUPPORT BRACKETS SHALL BE STAINLESS STEEL AND FASTENED TO 

VAULTS AND EXTENSIONS ARE TRIMMABLE FOR CUSTOM LENGTHS.

INSTALLATION HAS BEEN INSPECTED AND ACCEPTED BY THE ENGINEER.

THE CONTRACTOR SHALL NOT INSTALL CABLE IN ANY VAULT UNTIL ITS

VAULT EXTENSION MAY ONLY BE USED IF DIRECTED BY THE ENGINEER.

VAULT EXTENSION

CIRCUMFERENCE OF THE OVERLAP

EVENLY SPACED AROUND THE INSIDE

STAINLESS STEEL 2" X 3/8" LAG SCREWS

SECURE EXTENSION TO VAULT WITH (6) 

CIRCUMFERENCE OF THE FRAME

EVENLY SPACED AROUND THE INSIDE

STAINLESS STEEL 2" X 3/8" LAG SCREWS

SECURE FRAME TO VAULT WITH (6) 

UNIFORM COVER/PAVEMENT VERTICLE MOVEMENT

ALLOW FRAME ADHESION TO SIDEWALK FOR

DO NOT SECURE FRAME TO VAULT 

FIVE STANDARD TERMINALS. 

ALL HARWARE SHALL BE STAINLESS STEEL AND CONTAIN A MINIMUM OF 

PLASTIC MATERIAL WHICH IS FADE RESISTANT AND UV STABLE.

FIBER TRACER MARKER POSTS SHALL BE CONSTRUCTED WITH HIGH-IMPACT

VAULT DIAMETER

OUTSIDE DIAMETER

VAULT OVERALL

FRAME OPENING

VAULT LENGTH

34 1/2

4"
 T

YPIC
AL

6" MIN.

39

85

COVER SHALL BE MAGNETICALLY LOCATABLE.

FIBER TRACER WIRE MARKER POST
ITS

WISDOT

(SEPARATE PAY ITEM)

OR AS DIRECTED BY THE ENGINEER

INSTALL AS SHOWN ON THE PLANS 

C

12"

3"
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SDD 9H10 Communication Vault Type Round



Version 1 Standard Detail Drawing 9H10 June 30, 2017 
Communication Vault Type Round 

References: 
NONE 

Bid items associated with this drawing: 
ITEM NUMBER DESCRIPTION UNIT 
652.0125 Conduit Rigid Metallic 2-Inch ............................................................................ LF 
652.0225 Conduit Rigid Nonmetallic Schedule 40 2-Inch ................................................. LF 
652.0235 Conduit Rigid Nonmetallic Schedule 40 3-Inch ................................................. LF 
671.0100 Conduit HDPE 4-Duct 1 1/4-Inch ...................................................................... LF 
673.0110 Communications Vault Round .................................................................... EACH 
673.0200 Tracer Wire Marker Posts .......................................................................... EACH 

Standardized Special Provisions associated with this drawing: 
STSP NUMBER TITLE 
NONE 

Other SDDs associated with this drawing: 
SDD 9B2 Conduit 

Design Notes: 
NONE 

Contact Person: 
Ahmet Demirbilek (414) 220-6801 
 

https://wisconsindot.gov/rdwy/sdd/sd-09b02.pdf#sd9b2
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